Build Manual

PCB Assembly Procedures for the
C-Thru Music AXIS49 HT-Mini

Rev 2 — January 2009



OP 1 — Unpacking

Unpack the unit and retain the plastic bag and box shown. These must be kept with the unit as they will be
shipped in these once the unit has been built

Check the boxes for damage

Check that the labels are not damaged. These will be supplied separately on a reel

’é‘!ﬂ'ﬂ!{!olﬂmul Made in the USA
T Lnmm
} Made in the USA .
Ly ,
: Iﬂll&jl}!!lllllllﬂll ]

1/26/2009 Rev 2 January 2009 2



Visual check - Key layout

Keys MUST be laid out in the sequence shown. If the supplied unit does not
match the layout below it should be rejected and not used
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Quality Check 1
All keys should be rejected if they show the following problems:-
Short shots, Colour cross contamination, The colour doesn’t match the supplied colour guide keys

IF IN DOUBT, ASK
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OP 2 — Lid Removal

 Remove the 4 base retaining screws and remove the base
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Quality Check 2

Key plugs (3304-004) should be rejected if they show the following problems:-
Short shots, Excess flash on the split line, Keys should move freely,

Ensure all plugs are firmly inserted into the keys

IF IN DOUBT, ASK
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OP 3 — Keypad Assembly

* Insert the keypads into the PCB as shown Quality Check 3
«  Ensure all location pips are completely inserted into the PCB ::;b:g‘slayer must be complete with

« All keypads should be level once inserted
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OP 4 — pcB Installation

 Fit PCB onto the location pins as shown
* Insert screws and tighten to 3-5Nm.
«  The unit will now be ready for testing.
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Software Testing
Start Up Screen
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1/26/2009

Supervisor to log in first and set up
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The supervisor has the ability to change the settings. The normal user will not be able to do this in their log-in.

: -_I_::-'..A.xis—d!] - Default Settingsz Configuration

C-Thru Music Ltd i
4405-49 USE Keyboard |

default uzh firmware |
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1/26/2009

| = Axis-48 - Login

User Log-In Screen
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.Axis-49 - DeviceSelector

USE Optical Mouse
Dell USE Keyboard
4315-49 USE Keyboard

* Axis-48 - DeviceSelactor Ii_‘” Axis-40 - DeviceSelector
The usb configuration is correct The usb configuration is {ncorrect
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' Axis-49 - Yerify Firmware

| 8

Microsaft G5 "W avetable S Syn
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| Axis-49 - Verify Firmware
| The firmware maiches the default values.
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| Axis—49 - Verify Firmware
| The firmware does not match the default values.
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Key Test Start Up Screen

L A ~olx]
Logout I &bt | Previous Eestart Test
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During the key test, the keys will appear
orange when pressed and green when
released. If nothing happens the key will
remain white

=10l x]|

Pass Fail
 Axis-49 - Key Test I i =1of x| = Axis—49 - Key Test i) =1ol x|
The key tests have completed successfully The key tests have FAILED to complete successiully
Logout M Previous Programme S erial Number Logout M Previous ’ml
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T L Ly e e
- Axis—44 - Individual Key Test =1o] x|
Pleaze Select a Device

[USE Audio Device] -

Unique Code |43
Yelociy oz

Logout I About | Individual Key test Configuration I Testl‘-“l-:u:le]

The key will appear green in colour when pressed and orange when released. This test is carried out by
the supervisor and is used to test a key that has already failed.
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1/26/2009

: -_'_::-'.Axis—49 - Programme Serial number

The serial number has been programmed successfully

: '_'_::-'.Axis—49 - Programme Serial number

The device currently has no serial number
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OP O — Lid Replacement

Replace lid ensuring correct orientation

Replace the 4 screws and tighten to 3-5N/m
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OP 6 — Label Fitting

S

S (EFE D &

S
- LV LI
CTMAX48001000

Label must be placed in
recess in the correct
orientation with no air
bubbles

Ensure that the unit
serial numbers tallies to
the external box label
serial number

Quality Check 4

. Ensure label is in the correct orientation

. Ensure the label is flat with no air bubbles

. Ensure that the serial number and barcode match the external box label
IF IN DOUBT, ASK
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Packing

Repack the unit in the original packaging along with the DVD and USB
cable.

Seal and the unit is ready for shipping
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